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Advanced Fuel Conditioning Catalyst
FUEL MAXIMIZER

     ProOne#    15 Gallon (Gas & Diesel)   Case Pack

       32015-SP  
             Sample Pack (25pk)            1

       32015-CD           Counter Display (50pk)            1

     32015-BULK                    Bulk (100pk)            1

     ProOne#          50 Gallon (Diesel)   Case Pack

       32050-SP  
             Sample Pack (25pk)            1

       32050-CD           Counter Display (50pk)            1

     32050-BULK                    Bulk (100pk)            1

     ProOne#                        Liquid   Case Pack

         32001
                         1 Gallon/3.78L

  
          4

         32055                    55 Gallon Drum /208L            1

ProOne’s Fuel Maximizer is a super-concentrated fuel catalyst/conditioner that liberates fuel’s chemical energy and 
addresses fuel problems.

This allows more oxygen which helps create a better burn resulting in better performance, significantly reduced fuel 
consumption and lower emissions even under high loads.  It will also clean carbon and soot, keeping parts clean and 
reducing downtime caused by carbon build up. 

BREAKS DOWN HARD-TO-BURN PARTICULATES LIBERATING FUEL’S CHEMICAL ENERGY

BOTTOM LINE BENEFITS:
•	Improves engine performance
•	Improvement in fuel economy
•	Virtually eliminates opacity
•	Reduces Regen
•	Conditions fuel during storage
•	Reduces ash formation
•	Adds lubricity to diesel fuels

•	Prevents carbon buildup
•	Improves engine start-ups
•	Increases BTU’s
•	Cleans fuel system and injectors
•	No mixing - blends instantly
•	Addresses water contamination

LIQUID TREATMENT RATIO - 1:4000 or 1oz per 30 gallons.
Double dose first tank.  Add at every fill up.

15 GALLON TABLET TREATMENT RATIO 
1 Tablet per 15 gallons. Add at every fill up.

50 GALLON TABLET TREATMENT RATIO 
1 Tablet per 50 gallons. Add at every fill up.
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Fuel’s chemical energy is stored in a hydrocarbon.  In this 
state, Hydrocarbons do not burn completely resulting in 
carbon, soot, and harmful emissions.

Fuel Maximizer is a catalyst that breaks apart large 
particulates, accelerating the chemical reaction of the 
fuel thus liberating its chemical energy.

Makes Oxygen available to burn more completely.  Now 
you have a better burn and improved efficiency.

WITHOUT FUEL MAXIMIZER WITH FUEL MAXIMIZER

HOW IT WORKS

Oxygen is required to create efficient combustion. However, 
its ability to perform its function is diminished by not being 
accessible resulting in unburned hydrocarbons.

•	Atomization allows the flame 
to propagate more efficiently 
accelerating combustion

•	Burns the atomized particles 
resulting in more power and better 
performance

•	Efficient utilization of fuels chemical 
energy

•	Lower emissions per unit of fuel 
burned

•	Dramatic reduction of ash and       
unburned carbon

•	Cleaner engine components                                 
= less maintenance & downtime

Less Unburned Hydrocarbons - HC’s 
Less Carbon Monoxide - CO
Less Nitrogen Oxides - NOx

MORE EFFICIENT COMBUSTIONOPTIMIZED ATOMIZATION

IN YOUR EQUIPMENT

CLEANS FUEL SYSTEM 
& INJECTORS SAFELY
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IMPROVES FUEL ECONOMY
Fuel does not completely atomize even with today’s  
modern engine designs:

•	Robbing performance and fuel economy
•	Results in an increase in emissions and carbon build
•	Which eventually contaminate your oil and could result in engine 
failure

CLEANS CARBON & SOOT 
Incomplete combustion results in carbon and soot 
buildup which will: 

•	Contaminate your oil and clog oil and fuel filters
•	Increase oil viscosity and create sludge
•	Cause detrimental wear in cylinders and valve components
•	Rob your engine of fuel economy and performance

Fuel Maximizer helps safely remove and prevent carbon build-up 
restoring compression and power.

SAE J1321 Fuel Consumption Test Results
Engine Tested Cummins N14 with #2 Sinclair Diesel

Stationary Test 1 oz to 23 gallons of fuel
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WATER CONTAMINATION 

Water contamination creates a harmful breeding  
ground for Bacteria & Algae. This leads to:

•	Fuel filter contamination
•	Dramatic acceleration of oxidation THEN corrosion
•	Poor fuel detonation = Lower fuel efficiency

FUEL STORAGE TANKS 
# 2 DIESEL 95 ML

  TREATED WITH 
FUEL MAXIMIZER

RED DYE DIESEL

58% WATER REMOVED 
42% EMULSIFIED 94 ML

ULSD & LUBRICITY 
The EPA has mandated ULSD fuels to reduce emissions, dropping 
sulphur content from 500ppm to 15ppm.

This unfortunately results in:

•	Low lubricity = injector and pump failure, excessive carbon     
build-up, upper cylinder wear

•	Increased NOx emissions
•	Provides a breeding ground for microbes and bacteria which will 
expand and clog filters and lead to fuel starvation or catastrophic 
failure

ASTM D6079 LUBRICITY TEST
Improves Lubricity in Fuel

       BEFORE	 AFTER

TESTED & PROVEN

Laboratory results not Indicative on all engine applications
Results will vary.
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CLEANLINESS TEST

TESTED & PROVEN

           Without Fuel Maximizer                   With Fuel Maximizer

INJECTOR SPRAY
Common injector malfunction is caused by carbon build-up, 
contaminated fuel and lack of lubrication (ULSD, Ethanol Fuels)

•	Spray pattern must allow fuel to fully atomize for ideal burn
•	Steady stream will not burn efficiently and creates carbon

Fuel Maximizer helps safely remove existing   
carbon build-up, allowing injectors to operate.

               IMPROVES DIESEL FUEL CLEANLINESS

Plunger Rating - w/Fuel Maximizer 8.2%

Plunger Rating - Untreated Average 23.38%

CUMMINS L-10 INJECTOR CLEANING TEST

Test method designed for evaluation of diesel fuel and overall 
quality for deposit reduction.

Inadequate fuel quality affects:

•	Deposit tendency
•	Corrosivity
•	Lubricity
•	Injector performance

Plunger Rating - Removed and rated for injector deposits.  The lower the 
percentage, the less carbon there is on the injector preventing flow loss 
of fuel.

WITHOUT Fuel Maximizer

WITH Fuel Maximizer

WITHOUT 
Fuel Maximizer

WITH 
Fuel Maximizer

REDUCES EMISSIONS 
DIESEL ENGINE: Superior Model 2406D | Mitsubishi S6U-PTA
4-Stroke |  6-Cylinder | 4300 Cubic-Inch | 1,400 Brake-Horsepower

RESULTS:
•	CO emissions reduced by 10%
•	HC emissions reduced by 9%
•	Particulate carbon reduced by 26%
•	Particulate emissions reduced by 43%
•	No increase in NOx emissions

ProOne Fuel Maximizer offers a unique, cost-effective means to reduce diesel engine  
particulate emissions without aggravating NOx emissions or diminishing fuel economy. 

Run at full 85% load @ 1,200 r.p.m. to artificially simulate a particulate emissions problem.

Results will vary.
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Mileage per year: 100,000 miles
Diesel fuel· cost: $4.20/gallon
MPG - National Ave: 6 mpg
Fuel tank: 300 gallons
Annual diesel fuel cost: $70,000

TYPICAL SAVINGS  - FUEL ECONOMY
Using ProOne Heavy Duty Stabilizer in tandem with Fuel Maximizer can significantly lower operating costs in 
many important ways by improving fuel economy, extending oil change intervals, and reducing downtime. 

Using the matrix below, these would be your typical savings using ProOne’s lubrication and Fuel Technology.

FUEL ECONOMY

Low 

Typical

$3,500

(One truck)

*Results vary

10 trucks - $21,000
100 trucks - $210,000

1,000 trucks - $2,100,000

10 trucks - $35,000
100 trucks - $350,000

1,000 trucks - $3,500,000
FLEET SAVINGS 

3% Increase

$2,100

5% Increase

"We have spent in excess 
of $15,000 on fuel related 
issues in the past 6 months 
but zero on the units using 
ProOne Fuel Maximizer."

- General Service Manager/ Leading 
Construction Company
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